Wear Protection - Mining Industry Supplier ca hyca
> ALU M I NA TI LES Information Sheet

Pipe Tiles Selection Guide.

Calyco can supply pre-engineered alumina tiles, just like these engineered alumina pipe tiles to suit any size nominal bore.
Calyco can supply Pre-engineered tiles and pipe tiles to suit all applications like pipe lengths and pipe bends, we have pre
engineered tiles for cyclones including tapered pre engineered alumina ceramic tiles for Cyclones of any size.

Contact your local Calyco representative today for a competitive price on our pre-engineered alumina pipe tiles,
pre-engineered alumina tapered tiles for cyclones.

12mm Thick Tile Fitting Details
pages 2-3

25mm Thick Tile Fitting Details
pages 4-5
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12mm Thick Tile Fitting Details Part A 600NB PIPE
500NB PIPE

450NB PIPE
400NB PIPE

212m THICK TILE FITTING DETAILS

PIPESIZE |35x31-LG 150|42x39 - LG 150|47x45 - LG 150 | 50x50 - LG 150|53x50 - LG 150
200NB 18 OFF

250NB 23 OFF

250NB 18 OFF

300NB 22 OFF

300NB 18 OFF
350NB 25 OFF

400NB 29 OFF

400NB 23 OFF
450NB 29 OFF

500NB 29 OFF
600NB 35 OFF
600NB 18 OFF 18 OFF

NOTE; THIS IS A GUIDE ONLY, TILE SIZES AND QUANTITIES MAY VARRY ON PIPE DIAMETERS.
ALL ANALYSIS ON THIS GUIDE IS FOR STANDARD WEIGHT NOMINAL WALL THICKNESS PIPES.

) www.miningequipmentsupplies.com.au
Calyco Aust - PO Box 348, Chevron Island, QLD, 4217 | Phone 1300 558 513 | Facsimilie 1300 513 922 | Email sales@calyco.com.au



Wear Protection - Mining Industry Supplier

calyco

3> 12mm Thick Tile Fitting Details part B

NOTE; THIS IS A GUIDE ONLY, TILE SIZES AND QUANTITIES MAY VARRY ON PIPE DIAMETERS.
ALL ANALYSIS ON THIS GUIDE IS FOR STANDARD WEIGHT NOMINAL WALL THICKNESS PIPES.
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4> 25mm Thick Tile Fitting Details Part A

600NB PIPE
500NB PIPE
450NB PIPE
400NB PIPE

N iy e

25mm THICK TILE FITTING DETAILS

PIPE SIZE 35x27 - LG 150 42x36 - LG 150{47x43 - LG 150|53x47 - LG 150
200NB 18 OFF
250NB 10 OFF 10 OFF
300NB 22 OFF
350NB 12 OFF 12 OFF
400NB 22 OFF
450NB 29 OFF
500NB 15 OFF 15 OFF
600NB 36 OFF

NOTE; THIS IS A GUIDE ONLY, TILE SIZES AND QUANTITIES MAY VARRY ON PIPE DIAMETERS.
ALL ANALYSIS ON THIS GUIDE IS FOR STANDARD WEIGHT NOMINAL WALL THICKNESS PIPES.
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5> 25mm Thick Tile Fitting Details Part B

NOTE; THIS IS A GUIDE ONLY, TILE SIZES AND QUANTITIES MAY VARRY ON PIPE DIAMETERS.
ALL ANALYSIS ON THIS GUIDE IS FOR STANDARD WEIGHT NOMINAL WALL THICKNESS PIPES.

Mining Products

e Wear Protection e Equipment & Machinery
e Drilling and Blasting e Engineering Plastics
e Consumables e Safety
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